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ASHBEE™  

THREE-HOLE  
BIDET FAUCET

•  Ceramic disc valve cartridges

•  Cast brass construction

•  Integral vacuum breaker with transfer valve

•  Diverter controls water flow between douche  
spray and flushing rim

•  Douche spray has built-in height adjustment

•  Flexible hose connections for 8"-12" installations

•  Includes 1-1/4" drain assembly

• Available in cross and lever handles

CODES AND STANDARDS
Meets or Exceeds ASME A112.18.1/CSA B125.1/ASSE 1001

MAX 7"
(178 mm)

MAX 2"
(51 mm)

11"
(279 mm)

2-1/8" D.
(54 mm)

1-1/4" O.D.
(32 mm)

SPRAY

13" MAX
(330 mm)

DIVERTER
AND VACUUM

BREAKER

LIFT ROD

  2-1/2" to 6"
(64 to 152 mm)

1-
3/

4"
(4

4 
m

m
)

M
A

X
 4

" 1-1/16" D.
(27 mm)

1-1/8" D.
(29 mm)

2-3/8" D.
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DESCRIPTION PRODUCT NUMBER
3-Hole Bidet  
— Cross Handles D35101334.100  
— Lever Handles (ADA only) D35101330.100 
 

AVAILABLE FINISHES FINISH CODE
Polished Chrome 100 
Brushed Nickel 144 
Platinum Nickel 150

 Meets the Americans with Disabilities Act  
 Guidelines and ANSI A117.1 Requirements  
 for the physically challenged.
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